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l Safety Precautions

SRP-350

In using the present appliance, please keep the following safety regulations in order to

prevent any hazard or material damage.

WARNING

Violating following instructions can cause serious injury or death.

4 N )

Do not plug several products in one multi-outlet. You must use only the supplied adapter.

 This can provoke over-heating and a fire. * Itis dangerous to use other adapters.

« If the plug is wet or dirty, dry or wipe it before usage.

« If the plug does not fit perfectly with the outlet, do not plug in.

» Be sure to use only standardized multi-outlets.

ONLY SUPPLIED ADAPTER
PROHIBITED § . PROHIBITED
G
Do not pull the cable to unplug. Keep the plastic bag out of children’s reach.
» This can damage the cable, which is the origin of a fire or a « If not, a child may put the bag on his head.
breakdown of the printer.

PROHIBITED PROHIBITED
. VAN J
4 N )

Do not plug in or unplug with your hands wet. Do not bend the cable by force or leave it under any

heavy object.
* You can be electrocuted.
* A damaged cable can cause a fire.

PROHIBITED PROHIBITED
. VAN
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CAUTION

SRP-350

Violating following instructions can cause slight wound or damage the appliance.

4 )
If you observe a strange smoke, odor or noise from
the printer, unplug it before taking following
measures.

+ Switch off the printer and unplug the set from the mains.
+ After the disappearance of the smoke, call your dealer to
repair it.

TO UNPLUG

( )

Keep the desiccant out of children’s reach.

* If not, they may eat it.

PROHIBITED

Install the printer on the stable surface.

« If the printer falls down, it can be broken and you can hurt

Use only approved accessories and do not try to
disassemble, repair or remodel it for yourself.

Do not let water or other foreign objects in the
printer.

« If this happened, switch off and unplug the printer before
calling your dealer.

yourself. + Call your dealer when you need these services.
+ Do not touch the blade of auto cutter.
DISASSEMBLING
PROHIBITED PROHIBITED
. AN J
4 N )

Do not use the printer when it is out of order. This
can cause a fire or an electrocution.

+ Switch off and unplug the printer before calling your dealer.

PROHIBITED TO UNPLUG
g
\ J Y,
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SRP-350
Bl Warning - U.S.A

This equipment has been tested and found to comply with the limits for a Class A digital
device pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference when the equipment is operated in a
commercial environment. This equipment generates uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause
harmful interference to radio communications. Operation of this equipment in a residential
area is likely to cause harmful interference in which case the user will be required to
correct the interference at his own expense.

Hl Notice - Canada

This Apparatus complies with class “A” limits for radio interference as specified in the

Canadian department of communications radio interference regulations.

Get appareil est conforme aux normes class “A” d’interference radio tel que specifier par
ministre canadien des communications dans les reglements d’interference radio.

Bl Caution

Some semiconductor devices are easily damaged by static electricity. You should turn the
printer “OFF”, before you connect or remove the cables on the rear side, in order to guard
the printer against the static electricity. If the printer is damaged by the static electricity, you
should turn the printer “OFF”.

Bl Waste Electrical and Electric Equipment (WEEE)

This marking shown on the product or its literature, indicates that is should not

be disposed with other household wastes at the end of its working life, To

prevent possible harm to the environment or human health from uncontrolled

waste disposal, please separate this from other types of wastes and recycle it

EEE rcsponsibly to promote the sustainable reuse of material resources. Household

users should contact either the retailer where they purchased this product, or

their local government office, for details of where and how they can take this item for

environmentally safe recycling. Business users should contact their supplier and check the

terms and conditions of the purchase contract. This product should not be mixed with other
commercial wastes for disposal.

B Label Material

* Control Label: PC
* Other Labels: PET
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SRP-350
B Introduction

The SRP-350 Roll Printer are designed for use with electronic instruments such as system

ECR, POS, banking equipment, computer peripheral equipment, etc.
The main features of the printer are as follows:

1. High speed printing : 46.2 (1/6” Feed) lines per second.
2. Low noise thermal printing.

3. RS-232 (IFA-S TYPE), Parallel (IFA-P TYPE), USB (IFA-U TYPE),
Ethernet (IFA-E TYPE), RS-232 + USB (IFA-SU TYPE).

4. The data buffer allows the unit to receive print data even during printing.

5. Peripheral units drive circuit enables control of external devices such as cash drawer.
6. Characters can be scaled up to 64 times compared to it's original size.

7. Bar code printing is possible by using a bar code command.

8. Different print densities can be selected by DIP switches.

Please be sure to read the instruction in this manual carefully before using your new
SRP-350.

¥ NOTE
- The socket-outlet shall be near the equipment and it shall be easy accessible.

% All specifications are subjected to change without notice.

We at BIXOLON maintain ongoing efforts to enhance and upgrade the functions and
quality of all our products. In following, product specifications and/or user manual content
may be changed without prior notice.
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SRP-350

1. Setting Up the Printer
1-1 Unpacking

Your printer box should include these items. If any items are damaged or missing, please
contact your dealer for assistance.

SRP-350 Cover Cable CD

Roll Paper Manual AC Adapter Power Cord

Rev. 1.07 -7 -



SRP-350

1-2 Connecting the Cables

You can connect up the three cables to the printer. They all connect to the connector panel
on the back of the printer, which is shown below:

¥ NOTE
- Before connecting any of the cables, make sure that both the printer and the host are
turned off.

1-2-1 Serial Interface (RS-232C)

IFA-S TYPE

ON ety =
Mo (Gl W\ o jﬂﬂmt

Drawer kick-out Power supply
Interface connector connector connector

% When the Dip Switch is “ON” on the Serial Interface Board,
DTR and RTS are connected each other.

( PRINTER HOST iid PRINTER HOST ([ PRINTER HOST A
SIDE (25P) SIDE (25P) SIDE (25P) SIDE (9P) SIDE (9P) SIDE (9P)
Shigld ( Shield b ( Shield ) Shield Shiald Shield
(TXD) 2 ==y (RXD) (TxD) 2 p=—————————P={2 (RXD) (TXD) 3 [ 7 (RXD)
(RXD) 3 |t 2 (TXD) (RXD) 3 |t 3 (TXD) (RXD) 2 |t 3 (TX.D)
(RTS) 4 fr——l 5 (CTS) (RTS) 4 jree | & (CTS) (RTS) 7 | & (CTS)
[CTS) 5§ |t 4 (RTS) (CTS) 5§ [p—  (RTS) (CTS) 8 |- 7 (RTS)
(DSR) 6 |eif—ed 70 (DTR) {DSR} 6 |p— 4 (DTR) (DSR) 6 |eff— 4 (DTR)
(DTR) 20 (r—1 F (DSR) (DTR) 20 -5 (DSR) (DTR) 4 fr————1 §  (DSR)
8.G6) 7 7 (8.G) (8.G) 7 5 (8.G) (8.G) 5 5 (5.6)
\ J \, J A J \ J N~/ —
o I N N ¥,

Pin No. Signal name Direction Function

1 FG - Frame Ground

2 TxD Output Transmit Data

3 RxD Input Receive Data

4 RTS Output Ready To Send

5 CTS Input Clear To Send

6 DSR Input Data Set Ready

7 SG - Signal Ground

20 DTR Output Data Terminal Ready
Shield FG - Frame Ground

Rev. 1.07 -8-



1-2-2 Serial Interface (RS-485)

SRP-350

IFA-SF TYPE

Interface connector

conn

Drawer kick-out

Power supply
connector

I}

ector

% When the Dip Switch is “ON” on the Serial Interface Board,
DTR and RTS are connected each other.

r )
PRINTER HOST
SIDE SIDE
SR
Shield Shield Shield
(sp2y 2 0 (RD-) [P35 (RXD)
{(SD1) 3 i3 (RD+)
(ROD2y 4 |- 4 (SD-) iff— (TXD)
(RD1) 5 |- 5 (SD+)
(DR2) 8 = 8 (CS) 5 (CTS)
(DR1) 9 | 0 (CS+) _t= 6 (DSR)
(CS2) 10 |-ugf 10 (DR-) |aff— 20 (DTR)
(C51) 11 |- 11 {DR+) 4 [RTS)
(3.5) 1.7 1.7 (5.G) 1.7 (5.G)
e A | M
A A
Pin No. Signal name Direction Function
1 FGND - Frame Ground
2 SD2 Output Send Data
3 SD1 Output
4 RD2 Input Receive Data
5 RD1 Input
7 SGND - Signal Ground
8 DR2 Output Same as DTR(RS-232)
9 DR1
10 CS2
1 CS1 Input Same as DSR(RS-232)
Shield FGND - Frame Ground
Rev. 1.07 -9-




1-2-3 Parallel Interface (IEEE1284)

SRP-350

IFA-P TYPE

Interface connector

1L

Drawer kick-out
connector

Power supply
connector

Pin No. Source Compatibility Mode Nibble Mode Byte Mode
1 Host nStrobe HostClk HostClk
2 Host / Printer Data 0 (LSB) - Data 0 (LSB)
3 Host / Printer Data 1 - Data 1
4 Host / Printer Data 2 - Data 2
5 Host / Printer Data 3 - Data 3
6 Host / Printer Data 4 - Data 4
7 Host / Printer Data 5 - Data 5
8 Host / Printer Data 6 - Data 6
9 Host / Printer Data 7 (MSB) - Data 7 (MSB)
10 Printer nAck PtrClk PtrClk
11 Printer Busy PtrBusy /Data3,7 PtrBusy
12 Printer Perror AckDataReqg/Data2,6 | AckDataReq
13 Printer Select Xflag /Data1,5 Xflag
14 Host nAutoFd HostBusy HostBusy
15 NC NC NC
16 GND GND GND
17 FG FG FG
18 Printer Logic-H Logic-H Logic-H
19~30 GND GND GND
31 Host ninit ninit ninit
32 Printer nFault nDataAvail /Data0,4 nDataAvalil
33 GND ND ND
34 Printer DK Status ND ND
35 Printer +5V ND ND
36 Host nSelectin 1284-Active 1284-Active

Rev. 1.07
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SRP-350

1-2-4 USB Interface

IFA-U TYPE
|
UsB
Drawer kick-out Power supply
USB connector connector connector
Pin No. Signal Name Assignment (Color) Function
Shell Shield Drain Wire Frame Ground
1 VBUS Red Host Power
2 D- White Data Line(D-)
3 D+ Green Data Line(D+)
4 GND Black Signal Ground
1-3 Connecting the Drawer
1 6

¥ WARNING

- Use a drawer that matches the printer specification. Using an improper drawer may
damage the drawer as well as the printer.

% CAUTION

- Do not connect a telephone line to the drawer kick-out connector; otherwise the printer
and the telephone line may be damaged.

Plug the drawer cable into the drawer kick-out connector on the back of the printer next to
the power supply connector.

Pin No. Signal name Direction
1 Frame ground -
2 Drawer kick- out drive signal 1 Output
3 Drawer open/close signal Input
4 +24V -
5 Drawer kick- out drive signal 2 Output
6 Signal ground -

Rev. 1.07 -11 -



SRP-350
1-4 Setting the Dip Switches

1-4-1 Serial Interface

SW Function ON OFF Default
1 Auto Line Feed Always enabled Always disabled OFF
2 Reserved - - OFF
3 Handshaking XON/OFF DTR/DSR OFF
4 Word length 7 bits 8 bits OFF
5 Parity check Yes No OFF
6 Parity selection EVEN OoDD OFF
g Baud rate selection Refer to the Following Table OOFNF

DIP switch Setting 1 Function
Transmission speed SW -7 SW -8
9600 baud ON OFF
19200 baud OFF OFF
38400 baud ON ON
57600 baud OFF ON
Baud Rate Selection

SwW Function ON OFF Default
1 Emulation STAR EPSON OFF
2 Internal bell control Internal bell disable | Internal bell enable OFF
3 Auto Cutter Selection Disable Enable OFF

” . - Offline

4 Busy Condition Receive Buffer Full _ Receive Buffer Eull OFF
g Select Print Density Refer to the Following Table 8EE
7 Near End Sensor Status Disable Enable OFF
8 Reserved - - OFF

DIP switch Setting 2 Function
Print Density SW-5 SW -6
1 ( Light) ON ON
2 OFF OFF
3 ON OFF
4 ( Dark) OFF ON

Select Print Density

Rev. 1.07 -12 -




1-4-2 Parallel & USB Interface

SRP-350

SW Function ON OFF Default
1 Auto Line Feed Always enabled Always disabled OFF
2 Reserved - - OFF
3 Reserved - - OFF
4 Reserved - - OFF
5 Reserved - - OFF
6 Reserved - - OFF
7 Reserved - - ON
8 Reserved - - OFF

DIP switch Setting 1 Function

SW Function ON OFF Default
1 Emulation STAR EPSON OFF
2 Internal bell control Internal bell disable Internal bell enable OFF
3 Auto Cutter Selection Disable Enable OFF

. . - Offline
4 Busy Condition Receive Buffer Full | Receive Buffer Eull OFF
g Select Print Density Refer to the Following Table SEE
7 Near End Sensor Status Disable Enable OFF
8 Reserved - - OFF
DIP switch Setting 2 Function
Print Density SW-5 SW -6

1 ( Light) ON ON

2 OFF OFF

3 ON OFF

4 ( Dark ) OFF ON

Rev. 1.07
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SRP-350

1-5 Installing or Replacing the Paper Roll
¥ NOTE
- Be sure to use paper rolls that meet the specifications. Do not use paper rolls that have
the paper glued to the core because the printer cannot detect the paper end correctly.

1-5-1 Make sure that the printer is not receiving data; otherwise, data may be lost.

1-5-2 Open the paper roll cover by pressing the cover-open button.

¥ NOTE
- Do not open the print cover while the printer is operating. This may damage the printer.

1-5-3 Remove the used paper roll core if there is one.

1-5-4 Insert the paper roll as shown.

Rev. 1.07 -14 -



SRP-350

1-5-5 Be sure to note the correct direction that the paper comes off the roll.

O X

1-5-6 Pull out a small amount of paper, as shown. Then close the cover.

¥ NOTE
- When closing the cover, press the center of printer cover firmly to prevent
paper miss-loading.

1-5-7 Tear off the paper as shown.

Rev. 1.07 -15 -



SRP-350

1-6 Adjustments and Settings

The SRP-350 is set up at the factory to be appropriate for almost all users. It does,
however, offer some settings for users with special requirements.

It has DIP switches that allow you to change communication settings, such as
handshaking and parity check, as well as print density.

The SRP-350 also has a near-end sensor for the paper. This can give you a warning when
the paper is almost out. If you find that there is not enough paper remaining on the roll
when the near-end sensor is triggered, you can change the near-end sensor setting.
Rotate the near end sensor tab at front or rear position. (See the below figure)

Near end sensor tab

1-7 Using the Printer

Control Panel

O POWER

Poéve" The POWER light is on whenever the printer is on.

Error
O ERROR

Paper .. .

0O This indicates an error.

= O PAPER

‘ This light indicates the near end of the paper roll. Install a new paper roll
and the printer will continue printing. When the light blinks, it indicates

the self-test printing standby state or macro execution Standby state
when the macro execution command is used.

O FEED

The button can be disabled by the ESC ¢ 5 command. Press the FEED
button once to advance paper one line. You can also hold down the
FEED button to feed paper continuously.

Rev. 1.07 -16 -



SRP-350

1-8 Connecting the computer
You need an appropriate interface cable.
1-8-1 Plug the cable connector securely into the printer’s interface connector.

1-8-2 Tighten the screws on both sides of the cable connector.

1-8-3 Attach the other end of the cable to the computer.

1-9 Connecting the Power Supply

% CAUTIONS

- When connecting or disconnecting the power supply from the printer, make sure that the
power supply is not plugged into an electrical outlet. Otherwise you may damage the
power supply or the printer.

If the power supply’s rated voltage and your outlet’s voltage do not match, contact your
dealer for assistance. Do not plug in the power cord. Otherwise, you may damage the
power supply or the printer.

1-9-1 Make sure that the printer’s power switch is turned off, and the power supply’s power
cord is unplugged from the electrical outlet.

1-9-2 Check the label on the power supply to make sure that the voltage required by the
power supply matches that of your electrical outlet.

1-9-3 Plug in the power supply’s cable as shown below. Notice that the flat side of the plug
faces down.

Power Connector

Power Cable
¥ NOTE

- To remove the DC cable connector, make sure that the power supply’s power cord is
unplugged; then grasp the connector at the arrow and pull it straight out.

Rev. 1.07 -7 -



SRP-350
2. Self Test

The self-test checks whether the printer has any problems. If the printer does not function
properly, contact your dealer. The self-test checks the following;

2-1 Make sure paper roll has been installed properly.
2-2 Turn on the power while holding down the FEED button. The self-test begins.

2-3 The self-test prints the current printer status, which provides the control ROM version
and the DIP switch setting.

2-4 After printing the current printer status, self-test printing will print the following,
and pause (The PAPER LED light blinks).

SELF-TEST PRINTING.
PLEASE PRESS THE FEED BUTTON.

2-5 Press the FEED button to continue printing.
The printer prints a pattern using the built-in character set.

2-6 The self-test automatically ends and cuts the paper after printing the following.

*** COMPLETED ***

2-7 The printer is ready to receive data as soon as it completes the self-test.

Rev. 1.07 -18 -



SRP-350

3. Hexadecimal Dumping

This feature allows experienced users to see exactly what data is coming to the printer.

This can be useful in finding software problems. When you turn on the hexadecimal dump

function, the printer prints all commands and data in hexadecimal format along with a

guide section to help you find specific commands.

To use the hexadecimal dump function, follow these steps.

3-1 After you make sure that the printer is off, open the cover.

3-2 Turn on the printer, while holding down the FEED button.

3-3 Close the cover, then the printer enters the hexadecimal dump mode.

3-4 Run any software program that sends data to the printer. The printer will print all the
codes it receives in a two-column format. The first column contains the hexadecimal

codes and the second column gives the ASCII characters that corresponds to the
codes.

1B 21 00 1B 26 02 40 40 40 40 .!..&. @ @ @ @
02 OD 1B 44 OA 14 1E 28 28 28 .. .D . ... (((
00 01 OA 41 OD 42 0A 434343 ...A.B.CCC

A period (.) is printed for each code that has no ASCII equivalent.
During the hex dump, all commands except DLE EOT and DLE ENQ are disabled.

3-5 When the printing finishes, turn off the printer.

3-6 Turn on the printer and then the hexadecimal mode is off.

Rev. 1.07 -19 -



SRP-350

4. Specification

Printing method Thermal line printing

Dot density 180 dpi (7dots/mm)
Printing width 72 mm

Paper width 80 mm

Characters per line (default) ‘5% 8;82: g))

Printing speed 46.2 lines/sec, 150 mm/sec
Receive Buffer Size 4K Bytes

% NOTE : Printing speed may be slower, depending on the data transmission
speed and the combination of control commands.

SMPS Input voltage 100~240 VAC
Supply voltage | Frequency 50/60 Hz
SMPS Output voltage |24 vDC

0 ~ 45 C (Operating)

| Uil il .20 ~ 60 C (Storage)
Environmental > :
Conditions o 10 ~ 80 % RH (Operating)
Humidity 10 ~ 90 % RH (Storage)

; Except for paper

Mechanism Head 150 Km
Auto Cutter 1,500,000 Cut

LIFE *

MCBF * Mechanism 37,000,000 lines

* These values are calculated under printing level 2 with recommended paper at normal
temperature.

* These values may vary with environment temperature, printing level, etc.

* This equipment is indooruse and all the communication hiring are limited to inside of
the building

* The switch is the disconnecting device. Turn off switch from any hazard.
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5. Appendix
5-1 Cleaning Printer

Paper dust inside the printer may lower the print quality. In this case clean the printer as
follows.

5-1-1 Open the printer cover and remove the paper if exists.

5-1-2 Clean the print head with a cotton swab moistened with alcohol solvent.

5-1-3 Clean the platen roller and paper end sensor with cotton swab moistened with water.
5-1-4 Insert a paper roll and close the printer cover.

The remained amount of paper detected by paper near end sensor varies with the
diameter of the paper core.

To adjust the remained amount, contact your dealer.

5-2 Printing speed
When the paper is about to run out, the printing speed may become slower while printing.

Press the Push button, open and then close the cover to print at the normal speed until all
the paper is used.

Rev. 1.07 -21-



	 1. Setting Up the Printer
	1-1 Unpacking
	 1-2 Connecting the Cables
	1-2-1 Serial Interface (RS-232C)
	 1-2-2 Serial Interface (RS-485)
	 1-2-3 Parallel Interface (IEEE1284)
	 1-2-4 USB Interface

	1-3 Connecting the Drawer
	 1-4 Setting the Dip Switches
	1-4-1 Serial Interface
	 1-4-2 Parallel & USB Interface

	 1-5 Installing or Replacing the Paper Roll
	 1-6 Adjustments and Settings
	1-7 Using the Printer
	 1-8 Connecting the computer
	1-9 Connecting the Power Supply

	 2. Self Test
	 3. Hexadecimal Dumping
	 4. Specification
	 5. Appendix
	5-1 Cleaning Printer
	5-2 Printing speed



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


